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TECHNICAL DETAILS

TYPE OF BOILER

= il

HORIZONTAL STATIONARY WET BACK
PACKAGE TYPE

DESIGN CODE

IBR 1950 with latest amendments

SAFETY VALVE SET PRESSURE

10.54 kg/cm?2

| STEAM CONDITION

Dry saturated 98%

THERMAL EFFICIENCY (GCV) Efficiency Efficiency Consumption
without H.R.U. | With H.R.U. R
“Wood 3000 Kcal/kg. | 75 % % 2% 78 % + 2% | 105 Kg/hr.
| Steam Coal 4400 Kcal/kg. | 75 % * 2% 176 % 2% |72 Kg/hr. |
Imported Coal 5800 Kcal/kg. | 75 % + 2% 76 % % 2% | 55 Kg/hr.
FLUE GAS TEMP 220°C -
MAX. EVAP. CAP. F & A. 100° C 500 kg/hr. R i il |
MODEL ABSH 05 B |
FURNACE Single - S
FLUE GAS OPENING 250 mm R
HEAT TRANSFER AREA 25.92 m2 -
'WATER SPACE 575.40 Ltrs S

| STEAM SPACE

|2377821s |

OVERALL DIMENSIONS

| LENGTH . 2500mm .
WIDTH 2200mm . |
HEIGHT 2900 mm

SHIPPING WEIGHT

5800 kg (Approx)

| FEED WATER PUMP

T e

NO OF FEED PUMP SET

2 Sets

TYPE Multistage/Vertical, e nnn |
CAPACITY e 1000 Litters/hr - |
RPM_ I l14s0 . |
POWER CONSUMPTION - 3 H.P. X 2 Nos.
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[—I.D.Fan - - _J
Capacity 3600 C.F.M. 77_»4
Pressure 300 MMWC |

‘

ROM S “l1as0 ]

| Electric Load with Dust Collector 3HP. .
Total Electric Load with Pump Y

Recommended of Water Quality :

Total Hardness as CaCO;

Less then 5 PPM

| pH Value 8.5t0 9.5 o -
Oil Content Nil. o
Oxygen (PPM) Nil o
| Free Carbone Dioxide Nil

[ T.D.S.

Less then 200 . |

LSpecification of Blow Down Water :

| Total hardness as Caco3 5 PPM (Max) S
Alkalinity [ 15t020% TDS E
pHvalwe 10to1r = .

. Sodium Sulphate Na2 SO3 | 50 Max (Undisslosed) S
P205 ) - 15to 30 PPM . B »
Oxygen 02 Nil

Total Dissolved solid

| Less then 3500 PPM ]

[

. RECOMMENDED FUEL

= . : |

Fixed Carbon

More thah}S%

'VOLATILE CONTENT

Less than 30% : ) A' :

| ASH CONTENT

Less than 25% P |

| GROSS CALORIFIC VALUE
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